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PLANTING LEGEND

BOTANICAL NAME COMMON NAME SIZE/SPACING QTY. WucoLs NOTES
TREES
+ LAURUS "'SARATOGA" SARATOGA LAUREL 24" BOX ‘ 1 ‘ MODERATE
SHRUBS
® ANIGOZANTHOS 'DWARF DELIGHT' DWARF RED KANGAROO PAW 1 GALLON x | Low
BUXUS M. 'GREEN BEAUTY" GREEN BEAUTY BOXWOOD 5 GALLON x MODERATE
LOMANDRA L. 'BREEZE' DWARF MAT RUSH 5 GALLON x Low
® AGAVE ATTENUATA 'NOVA' BLUE FOX TAIL AGAVE 5 GALLON x | Low
O WOODWARDIA FIMBRIATA GIANT CHAIN FERN 15 GALLON x MODERATE
@ POLYSTICHUM MUNITUM 'WESTERN SWORD FERN 5 GALLON x MODERATE
@ PHORMIUM 'TINY TIGER' DWARF VARIEGATED FLAX 1 GALLON x | Low
PRUNUS CAROLIANA 'COMPACTA' DWARF CAROLINA LAUREL CHERRY | 15 GALLON x MODERATE
VINES
e TRACHELOSPERMUM JASMINOIDES STAR JASMINE ‘ 5 GAL STAKED ‘ x ‘ MODERATE ‘ TRAIN TO FENCE
SOD
l:l NO MOW MEADOW GRASS - AVAIL. THRU. DELTA BLUEGRASS ‘ Klels] ‘MO SF‘ MODERATE ‘

SUNSET ZONE: 15

NOTES:
ALL PLANTS TO BE DELIVERED IN GOOD HEALTH, IN ACCORDANCE
WITH SPECIFICATIONS. REFER TO SHEET L9.1, SECTION 6.0.
CONTRACTOR TO SUBMIT PHOTOS OF TREES TO LANDSCAPE
ARCHITECT FOR APPROVAL PRIOR TO PURCHASE.

‘COORDINATE TREE DEMOLITION WITH LANDSCAPE ARCHITECT. CALL
72 IN ADVANCE TO SCHEDULE SITE VISIT.

POTTING SCHEDULE
[ o | vANUFACTURER MODELNo. | W | H | PLANTWITH | (@Tv)siZE | UNDERPLANTING | _(@Tv)size |
‘ ® ‘T.B.S - ‘23.6"‘1&9"‘ - ‘ (1)5 GALLON ‘ R ‘ (6) 1 GALLON ‘

POT NOTES: ALLOW 8 WEEKS FOR|

CONTACT: ATELIER VIERKANT 877-

PAVING COVERAGE CALCULATIONS

9- 0647

MANUFACTURING AND DELIVERY.

PLANTING NOTES

— EXISTING TREE

EXISTING TREE

EXISTING TREE

WORK PRIOR

ELEMENT AREA (SF) COVERAGE % 1. 'SHALL NOTIFY THE LANDSCAPE ARCHITECT OF SITE
[ FronT vARD 57 win seTeACK [ s | ‘ Do i PEVENTNETALATNPER P
| FRONT YARD PAVING IEEEEED | O CLARIFICATION BY LANDSCAPE ARCHITECT.

SHALL BE LIABLE FOR REMOVING AND RE-INSTALLING

*MAX ALLOWABLE PAVING IN FRONT YARD SETBACK 659 SF

LANDSCAPE COVERAGE CALCULATIONS
ELEMENT AREA (SF)

COVERAGE %

[ eos3sr

IRRIGATION EQUIPVENT, AND REPLANTING AREAS WHICH ARE NOT
INSTALLED PER PLAN AND SPECIFICATIONS.

REFER TO PL/ NS FOR INSPECTION /-

SCHEDULE.

IRRIGATION SYSTEM SHALL BE INSTALLED PRIOR TO PLANT MATERIALS.
TREES AND SHRUBS SHALL BE PLANTED AFTER CONCRETE PLACEMENT, BUT
NOT BEFORE IRRIGATION COVERAGE TEST NO. 1 HAS BEEN APPROVED (SEE

PLACE TREES BETWEEN IRRIGATION HEADS WHEREVER POSSIBLE
LANDSCAPE CONTRACTOR SHALL TAKE FOUR (4) SOIL SAMPLES FROM THE
SITE AT LOCATIONS APPROVED BY THE LANDSCAPE ARCHITECT OR OWNER'S
THESE SAMPLES SHALL BE TAKEN AT A DEPTH OF 12'

AFTER ROUGH GRADING AND SUBMITTED TO AN APPROVED SOIL AND PLANT
LABORATORY FOR AGRICULTURAL SUITABILITY TESTING. THE COST OF
TESTING SHALL BE INCLUDED IN THE CONTRACTOR'S BID.

TOTAL LOT SF.
IMPERVIOUS SURFACE AREA SPECIFICATIONS).
BUILDING 2,034 SF ‘ 33.5% B

HARDSCAPE (WALKS, PATIOS, DRIVEWAY) ‘ 1,656 SF ‘ 27.5%

PERVIOUS AREAS

LANDSCAPE AREAS 39%

2,373 SF
50% OF IMPERVIOUS AREA = 1,845

THE RECOMMENDATIONS OF THE SOIL REPORT SHALL SUPERSEDE THE SOIL
PREPARATION AND BACKFILL MIX SPECIFICATIONS (SEE SHEET L9.1). THE
CONTRACTOR SHALL SUBMIT A COPY OF ALL SOILS REPORTS TO THE
LANDSCAPE ARCHITECT PRIOR TO MODIFICATION OF THESE
SPECIFICATIONS,

AL SUBGRADE SHALL BE DECOMPACTED TO THE SATISFACTION OF THE
LANDSCAPE ARCHITECT PRIOR TO THE PLANTING OF SOD, HYDROSEED, AND
PLANT MATERIAL.

'SHREDDED MULCH INSTALLATION: INSTALL A 3" LAYER OF SHREDDED MULCH
IN ALL SHRUB AND GROUNDCOVER AREAS UNLESS OTHERWISE INDICATED
ON PLANS. MULCH TO BE WM EARTHCARE 'MUIR WOODS' OR APPROVED
EQUAL. WM EARTHCARE CONTACT: 877-963-2784.

CONTRAGTOR IS RESPONSIBLE FOR ALL REPAIRS AND/OR REPLACEMENT OF
ANY DAMAGED LANDSCAPE AREAS BEYOND THE LIMIT OF WORK THAT ARE A

DIRECT RESULT OF THE LANDSCAPE CONSTRUCTION ANDIOR THE
'SUB-CONTRACTOR. REPLACEMENT ITEMS SHALL BE EXACT DUPLICATES OF
THE ORIGINAL WORK, UNLESS OTHERWISE APPROVED BY THE LANDSCAPE
ARCHITECT.

12. WHEREVER GROUNDCOVER AREAS ARE ADJACENT TO TURF, INSTALL STEEL

OR ALUMINUM HEADER AS INDICATED ON DRAWINGS.

CLEAN-UP SHALL TAKE PLACE ON A DAILY BASIS, UNLESS OTHERWISE

APPROVED BY THE OWNER'S REPRESENTATIVE.

14. WEED ABATEMENT: AFTER EARTHWORK, INSTALLATION OF IRRIGATION
SYSTEM, AND SOIL PREPARATION, BUT PRIOR TO PLANTING, PERFORM WEED
ABATEMENT PROGRAM TO ALL PLANTING AREAS AS FOLLOWS:

14A. APPLY SULFATE OF AMMONIA AT THE RATE OF 5 LBS. PER 1,000 SQ. FT.
TO ALL AREAS TO BE PLANTED.

148, KEEP AREAMOIST BY REGULAR IRRIGATION FOR A PERIOD OF TWO (2)
WEEKS TO GERMINATE EXISTING WEED SEEDS.

14.C. AT THE END OF TWO WEEKS, APPLY ROUND UP' OR EQUAL SYSTEMIC
BIOCIDE. DO NOT IRRIGATE WITHIN SIX (6) HOURS AFTER APPLICATION.
REFER TO MFG. SPECIFICATIONS FOR PERIOD OF TIME REQUIRED FROM
TIME OF APPLICATION TO TIME OF PLANTING. AFTER COMPLETE WEED.
KILL, REMOVE ALL WEED RESIDUE AND TOP-GROWTH AND DISPOSE OF
IN A LEGAL MANNER.

14, ALL HERBICIDES SHALL BE APPLIED ONLY BY A CALIFORNIA LICENSED.
APPLICATOR. NO HERBICIDES SHALL BE APPLIED WITHOUT FIRST
OBTAINING WRITTEN APPROVAL FROM THE LANDSCAPE ARCHITECT
ANDIOR CITY INSPECTOR

15. CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION OF ALL
PLANT MATERIAL INDICATED ON PLANS. QUANTITIES INDICATED ON PLAN
ARE FOR ESTIMATION PURPOSES ONLY.

16. CARE SHALL BE TAKEN TO AVOID BLOCKING VIEW LINES OF EXISTING
RESIDENTIAL LOTS WITH NEW TREE PLANTING.

17. TREES WITHIN &' OF PAVING SHALL HAVE ROOT BARRIERS INSTALLED PER
MANUFACTURER SPECIFICATIONS. ROOT BARRIER SHALL BE NDS MODEL
‘SM-2420 - AVAILABLE THRU: NDS 886-625-4716.

LANDSCAPE SCREENING TO
REMAIN SO LONG AS HVAC
EQUIPMENT REMAINS INSTALLED

EXISTING TREE

REFER TO SHEET L4.2 FOR IRRIGATION NOTES AND CALCULATIONS
REFER TO SHEET L1.1 FOR CORRESPONDING CONSTRUCTION PLAN
REFER TO SHEET L7.1 FOR CORRESPONDING PLANTING PLAN
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1 HAVE COMPLIED WITH THE CRITERIA OF THE
MODEL WATER EFFICIENT LANDSCAPE ORDINANCE
/AND APPLIED SUCH CRITERIA FOR THE EFFICIENT
USE OF WATER IN THE LANDSCAPE DESIGN PLAN.

10/29/19
DATE

THOMAS NORTON

These designs and drawings are CONFIDENTIAL and the exclusive property of THN, Inc and are not o be used, dupl
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LEGEND

FENCE OR WALL, PER PLAN

STAKED VINE - LEAN AGAINST VERTICAL
BACKDROP WITH NURSERY STAKE

NURSERY STAKE
VINE ROOTBALL - SET 1" ABOVE FINISH
GRADE

3" HIGH TEMPORARY BERM

3" SHREDDED BARK MULCH - PER

SPECIFICATIONS. PULL BACK FROM

MAIN STEM OF TREE

FINISH GRADE

BACKFILL MIX - REFER TO

SPECIFICATIONS

FERTILIZER TABS - PER SPECIFICATIONS

SCRATCH ROOTBALL AND SIDES OF

PLANT PIT TO LOOSEN PRIOR TO
ANTING

®® PO GO G O

12 GAUGE GALVANIZED WIRE - SECURE
VINE TO WIRE WITH NURSERYMAN'S TAPE

516" DIAMETER EYEBOLTS - INSTALL WITH
LEAD SHIELDS AT MASONRY WALLS

EYEBOLTS FOR FUTURE USE

® ® 0

ELEVATION

2XROOT BALL

LEGEND

(D) MULCH PER DETAILS AND SPEGIFIGATIONS. PULL BAGK
AN FROW STEM OF PLANT

() " BERM TIGHTLY COMPACTED T0 FORM DEPRESSED
WATERING BASI

(3) PLANT TABS PER MANAFACTURER'S RECOMMENDATIONS
(2) BACKFILL MIX PER SPECIFICATIONS
(5) CONTAINER PLANT ROOTBALL

() PLANT PIT TO BE 2 TIVES THE WIDTH OF THE ROOTBALL
RN 6 BELOW THE BOTTOM OF THE ROOTBALL

@ namve sow
NOTES

UNTANGLE MATTED ROOTS BY LOOSENING ALL
ROOTS AT EDGE OF ROOT BALL WITH WATER FROM
HOSE. DO NOT CRACK ROOT BALL CLEAR / PULL.
BACK 2-3" OF MULCH FROM CROWN

LEGEND
(D TREE PER PLANTIVG PLAN

() REDDY STAKE - SEE BELOW FOR SIZE AND
SPECIFICATION

() BACKFILL M PER SPECIFICATIONS

(® 4 BERM FOR TEMPORARY WATERING

(®) 9" MULGH LAYER PULLED BACK 4" MIN
FROM STEM

(©) PLANT PIT: 2 TIVES WIDTH OF ROOTBALL
AND 6" BELOW BOTTOM OF ROOTBALL

@ naTive soiL

TRUNK GUARD IN TURF AREAS

(9) PLANT TABS PER MANUFACTURERS
RECOMENDATIONS

BREATHER TUBE - SEE DETAIL, THIS SHEET

NOTES:

INSTALL ROOT BARRIERS ON TREES

PLANTED WITHIN &' OF ANY STRUCTURE
OR HARDSCAPE.

PULL MULCH 4" MIN. AWAY FROM THE CROWN
OF THE PLANT

REDDY STAKE SCHEDULE:

24" BOX AND SMALLER = R2 STAKE

36" - 48" BOX = MEGA STAKE

2XROOTBALL ST. TREES W/ GRATE = GRATE STAKE

D

SHRUB PLANTING (POINT-SOURCE IRRIGATED)

A

TREE PLANTING & STAKING

VINE INSTALLATION

=
| 2xroorsaL

LEGEND

(® MULCH - PER DETALLS AND SPECIFICATIONS
® nATIVE SoIL

( PLANT TABS PER MANAFAGTURER'S
RECOMMENDATIONS

@ BACKFILL MX PER SPECIFICATIONS

() CONTAINER PLANT ROOT BALL

(©) PLANT PIT T0 BE 2 TIMES THE WIDTH OF THE
ROOTBALL AND 6" BELOW THE BOTTOM OF
THE ROOTBALL

(@) NETAFIM TECHLINE OV - INSTALL PER DETAILS

NOTES:

UNTANGLE MATTED ROOTS BY LOOSENING ALL

ROOTS AT EDGE OF ROOTBALL WITH WATER HOSE
DO NOT CRACK ROOTBALL.

LEGEND

( NDS SLOTTED GRATE PIPE SIZE ATTACHED

W/ SS. MACH. SCREWS (2 REQUIRED)
® FiisH oRaDE
@ DUCT TAPE OVER HOLES WITHIN 6"
OF FINISH GRADE

(@) PERFORATED HANCORE PIPE,
SEE SCHEDULE FOR SIZE AND NUMBER

® oracARD" socK

() BACKFILL MIX PER SPEGIFICATIONS

@ rooTeAL

BREATHER TUBE - EXTEND T0 6
PAST FULL DEPTH OF PLANTING HOLE

INSTALL BREATHER

60" BOX
ORLARGER  (4)-4"
BABPALMS (4)-4"

E

SHRUB PLANTING (NETAFIM IRRIGATED)

B

BREATHER TUBE

LEGEND

NOTES

(@) HARDSCAPINGI HEADERBOARD
@ FiNisH GRADE

(®) MULCH, PER SPECIFICATIONS
(D COMPACTED NATIVE SOIL

PRIOR TO PURCHASE/PLACEMENT OF THE MULCH,
THE CONTRACTOR SHALL SUBMIT A SAMPLE TO
‘THE INSPECTOR FOR APPROVAL.

MULCH UNDER TREES AND SHRUBS AS DIRECTED
ON THE PLANS AND BLEND INTO EDGES AT
GROUND COVER AREAS. MOISTEN MULCH AFTER
INSTALLATION TO ASSIST IN COMPACTION.

PLACE NO MULCH WITHIN 6" RADIUS OF THE
CROWN OF A WOODY PLANT.

x

112x
>
&

(D BACK OF CURB OR EDGE OF PAVING
@ PuawTLOCATION

NOTES:

ALL SHRUBS/GROUND COVER 10 BE PLANTED
AT EQUAL SPACING (TRIANGULAR) UNLESS

OTHERWISE INDICATED ON PLANS: SEE
LEGEND FOR SPACING REQUIREMENTS

F

MULCH

C

GROUNDCOVER

T H NORTON
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PART A PLANTING

1.0 SCOPE
THE WORK OF THIS SECTION INCLUDES ALL LABOR, MATERIALS AND

EQUIPMENT REQUIRED TO COMPLETE WORK INDICATED ON THE DRAWINGS. THE
WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE BEST STANDARDS OF
PRACTICE RELATING TO THE VARIOUS TRADES AND UNDER THE CONTINUOUS.
'SUPERVISION OF A COMPETENT FOREMAN, CAPABLE OF INTERPRETING THE
DRAWINGS AND THESE SPECIFICATIONS. THE WORK INCLUDED IN THIS SECTION IS
AS FOLLOWS: FINISH GRADING FOR PLANTING; SOIL PREPARATION: FERTILIZATION:
PLANTING INCLUDING LAWN; MAINTENANCE; INSPECTION AND CERTIFICATIONS;
GUARANTEES; CLEAN-UP; STAKING, GUYING AND ESPALIERING: MISCELLANEOUS
ALLOWANCES.

20 APPROVALS
AL IRRIGATION WORK SHALL BE INSPECTED AND APPROVED BY THE
LANDSCAPE ARCHITEGT IN WRITING PRIOR TO THE START OF ANY PLANTING,
PRIOR TO EXCAVATION FOR PLANTING OR PLACING OF STAKES, LOCATE
UTILTIES, ELECTRIC CABLES, CONDUITS, IRKIGATION LINES, HEADS VALVES
AND VALVE CONTROL WIRES, AND ALL UTILITY LINES SO THAT PROPER
PRECAUTIONS MAY BE TAKEN NOT TO DAMAGE SUCH IMPROVEMENTS. IN THE
EVENT OF A CONELICT BETWEEN SUCH LINES AND PLANT LOCATIONS,
PROMPTLY NOTIFY LANDSCAPE ARCHITECT WHO SHALL ARRANGE

RELOGATION POR ONE OR THE OTHER, FAILURE TO FOLLOW THiS PROCEDURE
PLACES UPON CONTRACTOR THE RESPONSIBILITY FOR, AT HIS OWN EXPENSE,
MAKING ANY AND ALL REPAIRS FOR DAMAGES RESULTING FROM HIS WORK.

3

3.0 QUANTITIES AND TYPES
PLANT MATERIALS SHALL BE FURNISHED IN THE QUANTITIES AND/OR SPACING AS
'SHOWN OR NOTED FOR EACH LOCATION, AND SHALL BE OF THE SPECIES, KINDS,
SIZES, ETC., AS SYMBOLIZED AND/OR DESCRIBED IN THE "PLANT MATERIAL LEGEND"
ON THE DRAWINGS. THE LANDSCAPE ARCHITECT HAS PREPARED QUANTITIES
ONLY AS A CONVENIENCE TO CONTRACTOR AND ASSUMES NO RESPONSIBILITY
FOR TS ACGURAGY. THE LANDSCAPE CONTRACTOR IS TO VERIFY ALL SIZES ANO
QUANTITIES. CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLATI

FLANT MATERIALS AT 1S SPAGING INDICATED ON THE PLANTING LEGEND.

4.0 VERIFICATION OF DIMENSIONS AND QUANTITIES
DIVENSIONS ARE APPROXIMATE. BEFORE PROCEEDING WITH ANY WORK

HALL VERIFY ALL HALL
IWMEDATELY INFORM LANDSCAPE ARCHITECT. OR ONER'S REPRESENTATIVE OF
ANY DISCREPANCIES BETWEEN THE DRAWINGS AND/OR SPECIFICATIONS AND
ACTUAL SITE CONDITIONS. NO WORK SHALL BE DONE IN ANY AREA WHERE
THERE IS SUCH A DISCREPANCY UNTIL APPROVAL HAS BEEN GIVEN BY THE
LANDSCAPE ARCHITECT.

50 OBSERVATION  CERTIFIGATION:

ALL OBSERVATIONS SHALL BE MADE BY THE LANDSCAPE ARCHITECT AND

OWNER'S REPRESENTATIVE. CONTRACTOR SHALL REQUEST INSPECTION AT

LEAST TWO (2) WORKING DAYS IN ADVANCE OF THE TIME INSPECTION IS

REQUESTED.

QUALITY CONTROL OBSERVATION SEQUENCES ARE AS FOLLOWS:

‘TESTING OF MAIN LINE PRIOR TO BACKFILLING: 150 PSI FOR 4 HOURS.

CENTER FILLING OF MAIN LINE SHALL BE ALLOWED.

IRRIGATION COVERAGE TEST PRIOR TO PLANTING, BUT AFTER FINISH
ADING.

B3. PLANT DELIVERY APPROVAL INCLUDING LINERS, FLATS, CONTAINER

PLANTS AND BOXED PLANTS.

PLANT PIT LOCATIONS, DEPTHS, AND BACKFILL MIX, INCLUDING LAWN

AREAS AND CONSTRUCTION ITEMS PRIOR TO PLANTING,

COVERAGE TEST AFTER PLANTING, BUT BEFORE THE MANTENANGE

PERIOD INCLUDING CONTROLLER SEQUENI

COVERAGE TEST AT END OF MANTENANGE PEFIOD INCLUDING

CONTROLLER SEQUENCING.

3

@

o

@

@

THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO WAIVE, SHORTEN OR
LENGTHEN EACH CONTROLLER STATION OPERATION DURING HIS
OBSERVATION VISITS. MIX BACKFILL IN ONE CENTRAL LOCATION NOT AT EACH
PLANT SITE UNLESS OTHERWISE APPROVED. A SITE SHALL BE PRE-SELECTED
BY OWNER FOR STORAGE OF IRRIGATION EQUIPMENT IN CONTAINERS.
OBSERVATION REPORTS SHALL BE MADE FOR EACH VISIT BY THE LANDSCAPE
ARCHITECT AND ONE COPY EACH SHALL BE SUBMITTED TO THE OWNER AND
CONTRACTOR.
WHERE CONTRACTOR FAILS TO NOTIFY THE LANDSCAPE ARCHITECT FOR THE
ABOVE OBSERVATION/APPROVAL PURPOSES WHEN JOB CERTIFICATION IS
REQUIRED BY A LOCAL AGENCY, THE CONTRACTOR SHALL REMAIN SOLELY
RESPONSIBLE TO PROVE THE JOB CERTIFIABLE TO THE LANDSCAPE
ARCHITECT, INCLUDING THE LANDSCAPE ARCHITECT'S TIME AND EXPENSES TO
BE BILLED AT A RATE OF S75.001R.IN THE EVENT CONTRAGTOR I8 NOT READY
FOR OBSERVATION AT THE AGREED UPON SCHEDULED T
AL BE RESPONGIBLE FORALL EXPENSES NCURRED BY THE

CANDSCAPE ARCHITECT ANDIOR OTHER GONSULTANTS AT ARATE OF
§75.00/HR. PORTAL TO PORTAL
PROVIDE THE FOLLOWING EXTRA EQUIPMENT TO BE SUBMITTED TO THE.
LANDSCAPE ARCHITECT FOR FINAL APPROVAL PRIOR TO THE START OF
MAINTENANCE.
D SIXPOP-UP BODIES AND FOUR OF EACH TYPE OF NOZZLE REQUIRED.
D2, TWO KEYS FOR CONTROLLER
B3 TWOKEYS FOR ENCLOSURE LoGK. "
D.4. FOUR QUICK COUPLER KEYS AND HOSE SWIVELS.
D5 NS: PRIOR TO START OF

CERTIFICATIONS SHALL BE SUBKITTED TO THE ANBSCAPE ARCHITECT

FOR THE FOLLOWI!

D31, GUANTITY AND QUALITY OF COMMERCIAL FERTILIZER AND

ORGANIC FERTILIZER,
D.5.2. QUANTITY AND QUALITY OF AL SOIL AMENDMENTS CALLED FOR
'Y PLANS AND SPECIFICATIONS.

o

o

6.0 MATERIALS
PLANT MATERIALS INDICATED ON THE DRAWINGS AND HEREIN SPECIFIED SHALL
CONFORM TO THE FOLLOWING:
A NOMENCLATURE - PLANT NAMES INDICATED ON THE DRAWINGS CONFORM TO
“STANDARD PLANT NAKES" ESTASLSHED BY THE AMERICAN JOINT GOMMITTEE
ICULTURE, EXCEPT FOR NAMES COVERED THEREIN, THE
CSTABLISHED GUSTOM OF THE NURGERY I8 FOLLO
CONDITION: PLANTS SHALL BE SYMNETRIGAL TYPICAL FOR VARIETY AND
SPECIES, SOUND, HEALTHY, VIGOROUS, FREE FROM PLANT DISEASE, INSECT
PESTS, OR THEIR EGGS, AND SHALL HAVE HEALTHY, NORMAL ROOT SYSTEMS,
WELL FILLING THEIR CONTAINERS, BUT NOT TO THE POINT OF BEING ROOT
BOUND. PLANTS SHALL NOT BE PRUNED PRIOR TO DELIVERY, EXCEPT
AUTHORIZED BY LANDSCAPE ARCHITECT. IN NO CASE SHALL TREES BE
TOPPED BEFORE DELIVERY.
DIMENSIONS - THE HEIGHT AND SPREAD OF ALL PLANT MATERIAL SHALL BE

m

o

ASU B F) THE GROUND.
OTHER DIMENSIONS OF ANY PLANT MATERIALS ARE OMITTED FROM THE
"PLANT LEGEND: IT SHALL BE UNDERSTOOD THAT THESE PLANT MATERIALS
SHALL BE NORMAL ‘AMERICAN NURSERYMEN' STOCK FOR TYPE LISTED,
INSPECTION - ALL PLANT MATERIALS MUST HAVE BEEN PREVIOUSLY |
INSPECTED AT THE NURSERY BY A STATE OR COUNTY HORTICULTL

DEPARTMENT, AND SHALL BE SUBJET To THe NSPECTION AND ASPROVAL OF
THE LANDSCAPE ARCHITECT BEFORE PLANTING.

PLANT LIST - IS INDICATED ON DRAWINGS AND LEGEND.

SIZES OF PLANTS - SHALL BE AS STATED ON THE LEGEND. PLANT SIZES SHALL
MEET THE "AMERICAN STANDARD FOR NURSERY STOCK" AN.S.1. Z60.1 - 1996
SUBSTITUTIONS - SUBSTITUTIONS FOR THE INDICATED PLANT MATERIALS WiLL
BE PERMITTED PROVIDED THE SUBSTITUTE MATERIALS ARE APPROVEL

ABVANGE BY THE LANDSCARE ARCHITECT, AND THE SUBSTITLTIONS ARE MADE
AT NO ADDITIONAL COST TO OWNER. EXCEPT FOR AUTHORIZED VARIATIONS,

nm o
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THE SITE IMMEDIATELY AND REPLACED WITH SUITABLE PLANTS. THE OWNER
OR LAND. ARCH. RESERVES THE RIGHT TO REJECT ENTIRE LOTS OF PLANTS
REPRESENTED BY DEFECTIVE SAMPLES.

7.0 FERTILIZERS AND SOIL CONDITIONS (FOR BID PURPOSES ONLY)
‘SAMPLES OF AL SOIL AMENDMENTS, SOD AND PLANTS SHALL BE SUBMITTED FOR

INSPECTION AND STORED ON SITE UNTIL THE FURNISHING OF MATERIALS IS
COMPLETED. DELIVERY MAY BEGIN UPON APPROVAL OF SAMPLES BY LANDSCAPE
ARCHITECT.
‘ORGANIC FERTILIZER MAY BE PROCESSED SEWAGE SLUDGE WITH A MINIMUM
CONTENT OF 1% NITROGEN AND 2% PHOSPHORIC ACID SIMILAR TO
"NITRO-HUMUS". METHOD OF PROCESSING SHALL NOT DESTROY NORMAL
BACTERIAL CONTENT.
NITROGEN STABILIZED SAWDUST SHALL BE BULK, WITH THE FOLLOWING.
NITROGEN CONTENT BASED ON DRY WEIGHT:
R REDWOOD SAWDU
B2 07 FORFIA SANBUST
B3. 1.0% FOR BARK OR PINE BARK OR MIXTURE
B4, SALINITY - THE SATURATION EXTRACT CONDUGTIVITY SHALL NOT EXCEED
3.5 MILLIOHMS/CM AT 25 DEGREES C.
C. COMMERCIAL FERTILIZER SHALL BE DELIVERED IN SACKS OR CONTAINERS
WITH THE MANUFACTURER'S LABEL SHOWING WEIGHT AND ANALYSIS
ATTACHED TO EACH SACK OR CONTAINER.

@

9.0 STAKING MATERIALS
TREE STAKING SHALL BE AS PER DETAILS,

TIES FOR HOLDING TREES SHALL BE AS PER DETAILS.
TREE GUYING SHALL BE AS PER DETAILS

ow>

0.0 GRADING AND SOIL PREPARATION
A CONTRACTOR IS TO FINISH GRADE TO WITHIN 1/10TH OF A FOOT BELOW THE
TOP OF PAVING WHERE PAVING EXISTS PER DETAILS
MOISTURE CONTENT - THE SOILS SHALL NOT BE WORKED WHEN THE MOISTURE
CONTENT IS SO GREAT THAT EXCESSIVE COMPACTION WILL OCCUR; AND NOT
WHEN IT IS SO DRY THAT DUST WILL FORM IN THE AIR OR THAT CLODS WILL
NOT BREAK READILY. WATER SHALL BE APPLIED IF NECESSARY TO PROVIDE
IDEAL MOISTURE CONTENT FOR TILLING FOR PLANTING.
PRELIMINARY GRADING - PRELIMINARY GRADING SHALL BE DONE IN SUCH A
MANNER AS TO ANTICIPATE THE FINISH GRADING. EXCESS SOILS SHALL BE
REMOVED OR REDISTRIBUTED BEFORE APPLICATION OF FERTILIZER AND BARK.
WHERE SOIL IS TO BE REPLACED BY PLANTS AND BARK, ALLOWANCE SHALL BE
MADE SO THAT WHEN FINISH GRADING HAS BEGUN, THERE SHALL BE NO
DEFIGIENCY IN THE SPECIFIED DEPTH OF BARK IN PLANTING BED!
\ND DURING PRELIMINARY AND FINISH GRADING, ALL

WEEDS AND GRAGSES SHALL BE DUG OUT BY THE ROOTS AND BISPOSED OF
OFF SITE (EXCEPT THOSE WEEDS AND GRASSES NOT OF THE PERENNIAL TYPE,
LESS THAN 2-1/2" HIGH AND NOT BEARING SEEDS, WHICH MAY BE TURNED
UNDER), OATS MORE THAN 212 HIGH AND NOT BEARING SEEDS WAY BE

URNED UNDER, PERENNIAL WEEDS AND GRASSES 0 BE REMOVED INGLUDE
BUT ARE NOT LMITED T, e FOLLOWING, NUT GRASS, PUNCTURE
DALLAS GRASS, MUSTARD PLANT ST, AUGUSTINE GRASS. ALFALFA JONNSON
GRASS, WIRE WEED, MORNING GLORY, BERMUDA GRASS. PRIOR TO PLANTING,
A GRANULAR PRE-EMERGENT, NON-SELECTIVE HERBICIDE SHALL BE APPLIED
ACCORDING TO MANUFACTURER'S RECOMMENDATIONS.

®
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110 SOIL CONDITIONERS AND SOIL TESTING
UNLESS OTHERWISE INSTRUCTED BY AN AGRONOMY REPORT (SEE PLAN), IN
ALL PLANTING AREAS THE FOLLOWING APPLICATION SHALL BE MADE PER 1,000
'SQUARE FEET OF AREA AND SHALL BE THOROUGHLY CULTIVATED IN TWO
DIRECTIONS INTO THE TOP 6" OF SOIL AND THE AREA WATERED DOWN:

'5 CU YDS. NITROLIZED WOOD SHAVI!
A7 150185, GROW PONER Prus FERTIZER
A3, 100 LBS. AG. GYPSUM
A4 1018S.SOIL SULFUR
A5, 20LBS. IRON SULFATE
UNLESS OTHERWISE INSTRUCTED BY AN AGRONOMY REPORT, PREPARE SOIL
MIX FOR BACKFILL IN PITS FOR TREES, SHRUBS AND VINES, OTHER THAN
AZALEAS, FERNS AND PALMS, AS FOLLOWS: (AMOUNT/CUBIC YARD)
B.1. 23 YD. SCREENED SITE SOIL
B2, 1/3 YD, NITROLIZED WOOD SHAVINGS
B3, 15LBS. GROW POWER CONTROLLED RELEASE FERTILIZER

@

B7. PLANTING PITS SHALL BE PER DETALLS.
PREPARE SOIL MIX FOR BACK FILL IN PITS FOR AZALEAS, CAMELLIAS, FERNS
AND OTHER PLANTS (AS SPECIFIED) AS FOLLOWS:

ci 13 [ED PLASTER SAND

o

C2. 1/3 CANADIAN PEAT MOSS

C:3. 1/3 LOAMITE OR FOREST HUMUS

BACKFILL MIX FOR PALMS SHALL BE WASHED PLASTER SAND, (REFER TO

DETAIL)

E. THE PREPARED SOIL SHALL BE UNIFORMLY BLENDED IN AN AREA ADJACENT TO

THE PLANTING WORK AND SHALL BE ACCURATELY PROPORTIONED USING A

SUITABLE MEASURING CONTAINER. UNUSED EXCAVATED SOIL SHALL BE|

REMOVED FROM SITE. PROTECT THE MIX FROM WATER UNTIL IT HAS BEEN

PLACED IN BACKFILL AROUND PLANTS.

SOILS TESTING- THE CONTRACTOR SHALL HAVE AGRONOMIC SOILS TESTS

PERFORMED BY AN APPROVED SOILS TESTING LABORATORY AT THE

FOLLOWING TIMES:

F.1. UPON COMPLETION OF ROUGH GRADING, DURING INSTALLATION OF
IRRIGATION SYSTEM AND PRIOR TO ANY PLANTING.

F.2. AFTER APPLICATION OF RECOMMENDED SOIL CONDITIONERS (PER FIRST
SOLS TEST) AND PLANTING BUT PRIOR TO BEGINNING OF MANTENANGE

o

CONTRAGTOR SHALL INGLUDE PRICE OF SOILS TESTS INBID

120 FINISH GRADING
WHEN PRELIMINARY GRADING, (INCLUDING WEEDING AND FERTILIZING) HAS BEEN
COMPLETED AND THE SO Bi RY

LANDSCAPE ARCHITECT, AT NO ADDITIONAL COST TO OWNER.

FINISH GRADE SHALL BE A SMOOTH, EVEN AND UNIFORM PLANE WITHOUT ABRUPT
CHANGE OF SURFACE. SOIL AREAS ADJACENT TO BUILDINGS SHALL BE GRADED 5%
MIN. FOR 10°. TO ALLOW A NATURAL RUN-OFF OF WATER, AND SURFACE DRAINAGE
SHALL BE DIRECTED THE DRAWINGS BY URFACES
TO FACILITATE THE NATURAL "RUN--OFF" OF WATER. GRADING SHALL BE DONE
WHEN SOIL IS AT OPTIMUM MOISTURE CONTENT FOR WORKING,

13.0 METHOD OF PLANTING AND WORK PROCEDURE

NO PLANTING SHALL BE DONE UNTIL ALL OPERATIONS IN CONJUNCTION WITH

THE INSTALLATION OF THE IRRIGATION SYSTEM HAVE BEEN COMPLETED, FINAL
BEEN ESTABLISHED, THE PLANTING AREAS HAVE

FROPERLY GRADED AND PRECARED AS SPECIHIED. AND THE WORK APPROVED

BY THE LANDSCAPE ARCHITECT.

THE RELATIVE POSITION OF ALL TREES AND PLANTS IS SUBJECT TO APPROVAL

BY LANDSCAPE ARCHITECT AND OWNER, AND THEY SHALL IF NEGESSARY, BE

RELOCATED AS DIRECTED AS PART OF THE CO!

AL PLANTS SHALL BE REMOVED FROM THEIR CONTAER AND SET SO THAT,

WHEN SETTLED, THEY BEAR THE SAME RELATION TO THE REQUIRED GRADE

THAT THEY BORE TO THE NATURAL GRADE BEFORE BEING TRANSPLANTED.

m

o

AROUND TRUNKS OR STEMS. ALL BROKEN OR FRAYED ROOTS SHALL BE
PROPERLY CU
LANDSOAPE ARGHITECT SHALL APPROVE THE PLACING AND PLANTING OF ALL

o

SETTLED BY WATER APPLICATION. (REFER TO PLANTING DETAILS AND
SPACING DETALLS)

C. SET PLANTS IN CENTER OF PIT, IN A VERTICAL POSITION SO THAT CROWN OF
BALL WILL BE LEVEL WITH FINISH GRADE AFTER ALLOWING FOR WATERING AND
SETTLING AND SHALL BEAR THE SAME RELATIONSHIP TO THE FINISH GRADE
THAT IT DID TO THE SOIL SURFACE IN THE CONTAINER.

D. PREPARE DEPRESSED WATER BASIN AS WIDE AS PLANT BALLS AT EACH PLANT.

WATER THOROUGHLY, BACKFILLING ANY VOIDS WITH ADDITIONAL PREPARED
PLANTING MIX.

150 PLANTING VINES, SHRUBS AND GROUNDCOVERS
VINES AND SHRUBS SHALL BE PLANTED PER DETAILS. COMPACTED SOIL AT
BOTTOM OF PIT SHALL BE LOOSENED AND THE PIT FILLED WITH "PREPARED
SOIL* TO THE BOTTOM OF THE BALL. WHEN THE PLANT HAS BEEN PROPERLY
SET, THE PIT SHALL BE FILLED TO THE REQUIRED GRADE BEEN PROPERLY SET,
THE PIT SHALL BE FILLED TO THE REQUIRED GRADE WITH "PREPARED SOIL*
AND THOROUGHLY SETTLED BY TAMPING. (REFER TO PLANTING DETAILS)

B. PREPARE A DEPRESSED WATER BASIN AS WIDE AS PLANT PITS AT EACH PLANT.
WATER THORDUGHLY. BACKFILLING ANY VOIDS WITH ADDITIONAL PREPARED
PLANTING Mi

C. GROUND COVERS

PITS FOR FLAT SIZED PLANTS TO BE AT LEAST 4" X 4" X 4", GROUND

COVER AREAS SHALL BE MOISTENED PRIOR TO PLANTING. NO FLATTED

LINER, OR POTTED PLANTS SHALL BE PLANTED IN DRY SOIL.

SET PLANTS IN CENTER OF PITS SO THAT CROWN OF PLANT WILL BE

LEVEL WITH FINSHED GRADE APTER SETTLING OF SOIL. THEN BACKFILL
R (REFER TO SPACING DETAI

FLNTTED PLANT SHALL 3% WELL ROOTED WITH RUNNERS AT LEAST 4+

BUT NOT MORE THAN 6" IN LENGTH

c

c

16.0 TREES OCCURRING IN LAWN
CURRING IN LAWN SHALL BE PLANTED BEFORE FINAL PREPARATION
OF THOSE AREAS.
B. ALLTREES OCCURRING IN LAWN SHALL BE INSTALLED WITH BARK PROTECTION
DEVICES AT THEIR BASE

17.0 GARE OF PLANTS BEFORE AND DURING PLANTING
PLANTS SHALL NOT BE ALLOWED TO DRY OUT BEFORE OR WHILE BEING
PLANTED. KEEP EXPOSED ROOTS MOIST BY MEANS OF WET SAWDUST. PEAT
MOSS OR BURLAP AT ALL TIMES DURING PLANTING OPERATIONS. DO NOT
EXPOSE ROOTS TO THE AIR EXCEPT WHILE BEING PLACED IN THE GROUND.
WILTED PLANTS IN OR OUT OF CONTAINERS WILL NO BE ACCEPTED AND SHALL
BE REPLACED AT THE CONTRACTOR'S EXPENSE.

EXISTING PLANTS, WHERE INDICATED, SHALL BE PROTECTED IN PLACE
DAMAGED OR DESTROYED PLANTS SHALL BE REPLACED IN DUPLICATE SIZE BY
THE CONTRACTOR WITHIN 48 HOURS AFTER NOTIFICATION BY THE OWNER'S
REPRESENTATIVE.

®

18.0.SCDDED LAWN
CULTIVATE ALL LAWN AREAS TO A DEPTH OF 12". ROCKS AND DEBRIS LARGER
THAN 1" IN DIAMETER WHICH ARE BROUGHT TO THE SURFACE BY CULTIVATION
SHALL BE REMOVED FROM THE SITE. IF CULTIVATION DOES NOT BREAK LUMPS,
A SPIKE TOOTH HARROW SHALL BE PULLED BEHIND A MECHANICAL SEEDER OR
TRACTOR

B. AREAS TO BE PLANTED IN SOD SHALL BE FINISHED SMOOTH TO PRESENT A
NEAT AND UNIFORM GRADE PRIOR TO INSTALLATION. THE LAWN BED SHALL BE
INSPECTED AND APPROVED BY THE LANDSCAPE ARCHITECT BEFORE SODDING.

C. AL SODDED AREAS SHALL BE THOROUGHLY WATERED, FERTILIZED, AND KEPT
MOIST BY IRRIGATING AS OFTEN AS REQUIRED.

D. ANY LAWN AREAS THAT DO NOT SHOW A PROMPT CATCH OF GRASS SHALL BE

RE-SODDED AT TEN DAY INTERVALS UNTIL AN ACCEPTABLE STAND OF GRASS
1S ASSURED.

180 HYDRO.SEEDING
SLOPE AREAS: REFER TO PLANTING PLAN AND SLOPE MIX DESIGNS FOR TYPES
AND AMOUNT OF SEEDS TO BE USED. ALTERNATE SEED MIXES MAY BE USED
ONLY UPON APPROVAL OF THE LANDSCAPE ARCHITECT. THE DESIGNED
SLURRY MIXES SHALL BE APPLIED BY AN APPROVED HYDROMULCH COMPANY.
DESIGNED SLURRY MIXES WILL BE EITHER FOR IRRIGATED OR NON-RRIGATED
'SLOPE CONDITION. (REFER TO PLANS AND SEED MIX DESIGNS) EACH
CONTAINER OF SLURRY MIX SHALL BE APPLIED WITHIN A 2 HOUR TIME LIMIT, OR
BE REJECTED AND REMOVED AT CONTRACTOR'S EXPENSE.

TURF AREAS; THE DESIGNED SEED AND SLURRY MIX SHALL BE APPLIED IN
DESIGNATED AREAS BY AN APPROVED HYDROMULCH COMPANY WITHIN A 2
HOUR TIME LIMIT PER CONTAINER MIX. (REFER TO PLANTING PLAN AND
LEGEND) WHERE APPLICABLE A SUBSTITUTE SEED MIX MAY BE USED ONLY
UPON APPROVAL IDSCAPE ARCHIT!

DALY WORK SHEETS, DAILY WORK SHER TS SHALL BE SIGNED BY THE
NOZZLEMEN AND SENT TO THE OWNER'S REPRESENTATIVE AND LANDSCAPE
ARCHITECT FOR PAYMENT APPROVAL. THE FOLLOWING INFORMATION SHALL
BE RECORDED:

3

o

(1) SEED - TYPES, AMOUNTS
(2) FERTILIZER - ANALYSIS, AMOUNT

©
3
]
2
2
ks
z

{2) SEEDING ADDITIVE - TvPE, AMOUNT
(5) NUMBER OF LOADS - AMOUNT OF WATER

(6) AREA COVERED - IN ACRES

(7) EQUIPMENT USED - CAPACITY AND LICENSE NUMBER
PROTECTION/CLEANUP: PREVENT ANDIOR CLEAN-UP OVERSPRAY ONTO
CONCRETE RESERVOIRS, DRAINAGE DITCHES, CHANNELS, STRUCTUR

ROADS AND WALKWAYS. OVERSPRAY AND SPILLAGE ONTO RESTRICTED AREAS
SHALL BE REMOVED THE SAME DAY AT CONTRACTOR'S EXPENSE TO THE
SATISFACTION OF THE OWNER'S REPRESENTATIVE.

°

200 WATERING
IMMEDIATELY AFTER PLANTING, WATER SHALL BE APPLIED BY HOSE IN A
MODERATE STREAM IN THE PLANTING HOLES UNTIL THE MATERIAL ABOUT THE
ROOTS IS COMPLETELY SATURATED FROM THE BOTTOM OF THE HOLE TO THE
Top

PLANTS WHICH CANNOT 8E WATERED EFFICIENTLY WITH THE EXISTNG
IRRIGATION SHALL BE WATERED BY MEANS OF

APPLY WATER I SUFFICIENT GUANTITIES, AND AS OFTEN AS SEASONAL AND
SOIL CONDITIONS REQUIRE, TO KEEP THE GROUND WET AT ALL TIMES, WELL
BELOW THE ROOT SYSTEM OF GRASS AND PLANTING. CARE IS TO BE TAKEN IN
WATERING SLOPES SO AS NOT TO CAUSE EROSION DAMAGE

FOLLOWING THE PLANTING OF GROUND COVER PLANTS IMMEDIATELY AND
THOROUGHLY WATER BY THE IRRIGATION SYSTEM, OR BY A SLOW RUNNING
HOSE SPRAY.

>

o w®

°
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0 WATERING BASINS
UNLESS A PLANT IS TO BE IRRIGATED BY A DRIP TUBING SYSTEM, CONSTRUCT
AFIRMLY COMPACTED MOUND OF SOIL AROUND EACH TREE AND PLANT TO
FORM A WATERING BASIN AT THE EDGE OF AND FOLLOWING THE SHAPE OF
THE PLANTING PIT AREA. MOUNDS FOR TREES AND VINES FROM 5-GALLON OR
LARGER CONTAINERS SHALL BE AT LEAST 4" HIGH. MOUNDS FOR ALL OTHEF

STABILIZED SAWDUST WORKED INTO THE SURFACE AS REQUIRED TO RESTORE
THE BARE BARKED CONDITION.

REMOVE WATERING BASINS IN PLANTER AREAS AT THE TIME OF BARK
INSTALLATION

@

23.0 TREE STAKING
A STAKE ALL NON-GUYED TREES AT TIME OF PLANTING BY PLACING STAKE IN THE

m

INTHE EVENT THAT

K OR

NCOUNTERED IN THE PLANTING OPERATION, ALTERNATE LOGATIONS
FOR PLANT MATCRIAL WILL BF SELEGTED 8Y THE LANDSCAPE ARCHITECT AND
PLANTING COMPLETED AT NO EXTRA COST TO OWNER.

14.0 PLANTING OF TREES
A" POSITION PLANTS N PLANT LOGATIONS INDIGATED ON DRAWINGS AND SECURE
APPROVAL BEFORE
INDICATED.

ALL PITS FOR TREES SHALL BE DUG SQUARE WITH BOTTOMS LEVEL, THE

®

SHALL BE BACKFILLED WITH "PREPARED SOIL* TO THEIR REQUIRED GRADE,
AND THE BALANCE OF THE PIT FILLED WITH PREPARED SOIL", THOROUGHLY

E AND DRIVING IT 12 INTO SOLID GROUND. PLANT THE TREE AS
CLOSE TO THE STAKE AS POSSIBLE WITHOUT CROWDING THE ROOTS. FASTEN
THE TREE TO THE UPPER END OF STAKE USING "CINCH TIES". (REFER TO
DETAIL)

TREES 36" BOX SIZE OR LARGER SHALL BE IMMEDIATELY ROOT-GUYED AFTER
PLANTING WITH DUCKBILL ROOT BALL ANCHOR OR EQUAL PER MFG.
INSTRUCTIONS,

@

24.0 ESPALIERING OF VINES
ALL TRELLISES AND STAKES ARE TO BE REMOVED FROM PLANTS, AND THE PLANTS
‘SHALL BE FASTENED AND TRAINED AGAINST FENCES OR WALLS UNLESS
OTHERWISE APPROVED BY THE LANDSCAPE ARCHITECT. REFER TO DETAIL.

25.0 BARK MULCH
WEED CONTROL BARK INSTALLATION SHALL CONSIST OF PLACING 3' OF MEDIUM

BARK WOOD BARK IN ALL SHRUB PLANTING AREAS. CONTRACTOR SHALL SUPPLY A
ONE GALLON BAG SAMPLE TO LANDSCAPE ARCHITECT FOR APPROVAL PRIOR TO
DELIVERY. MULCH TO BE "MUIR WOODS" OR EQUAL. AVAIL. THRU: WM EARTH
CARE 877-963.2784

26.0 CERTIFICATES
IN ADDITION TO ANY OTHER CERTIFICATES SPECIFIED, CONTRACTOR SHALL
FURNISH A CERTIFICATE WITH EACH DELIVERY OF BULK MATERIAL, STATING THE

FERTILIZER, THE CERTIFICATE SHALL ALSO STATE THE VOLUME, NET WEIGHT,
PERCENT OF NITROGEN AND PERCENT OF PHOSPHORIC ACID. FOR EACH
FERTILIZER AND SOIL . A SIMIL
INVOICE SHALL BE FURNISHED STATING TOTAL QUANTITIES BY WEIGHT AND

ACH MATERIAL. THESE CERTIFICATES SHALL BE SUBMITTED TO THE
LANDSCAPE ARCHITECT PRIOR TO THE START OF THE MAINTENANCE PERIOD.

27.0 PROTECTION
HALL CAREFULLY

INCLUDED IN THE CONTRACT, INCLUDING PLANT MATERIALS, FENCES, SUP!

BTG UNTIL FIAL ACCEPTANCE OF THE WORK BY THE LANDSCAPE ARGHITECT AND

OWNER'S REPRESENTATIVE,

PROTECTALLAREAS

28.0 MAINTENANCE
A CONTRACTOR SHALL MAINTAIN A SUFFICIENT NUMBER OF MEN AND ADEQUATE
EQUIPMENT TO PERFORM THE WORK HEREIN SPECIFIED. PLANT MAINTENANCE
WORK SHALL CONSIST OF APPLYING HERBICIDES BY A CERTIFIED SPRAYER
CARING FOR PLANTS, INCLUDING GROUNDCOVERS, SHRUBS AND TREES,
EDGING, AERATING AND MOWING OF LAWNS, FERTILIZING AND CONTROL OF
WEEDS, PESTS AND DISEASES

ANY PLANTED AREA SHALL BE REPAIRED IWMEDIATELY.
DEPRESSIONS CAUSED BY VEHCLES OR RAFFIC SHALL BE FILLED WITH
oSOl LEVELED AND REPLANTED, EXTERMINATE ALL RODENTS, AND REPAR
RODENT DAMAGE IMVEDIATELY.
THE ENTIRE PROJECT SHALL BE MAINTAINED FOR A PERIOD OF 90 DAYS
COMMENCING FROM THE TIME ALL ITEAS OF WOPK HAVE BEEN COMPLETED To
THE SATISFACTION OF THE LANDSGAPE ARCHITECT AND CONTRAGTOR HAS
REGENED WRITTEN NOTIFCATION FOR “START OF MANTENAN
THE PROJECT SHALL BE CARED,FOR A NEAT AND CLEAN CONDITION AT ALL
TIMES TO THE SATISFACTION OF THE OWNER AND LANDSCAPE ARCHITECT.

®
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29.0 LAWN MAINTENANCE
A WATERING - WATER EVERY DAY ONCE PER DAY FOR TWO WEEKS AND
THEREAFTER GRADUALLY REDUCE FREQUENCY OF WATERING TO THREE
TIMES PER WEEK. CONTRACTOR SHALL CONTINUE TO MAINTAIN THE LAWN
UNTIL FINAL ACCEPTANCE BY THE LANDSCAPE ARCHITECT AND OWNER.
FERTILIZNG - APPLY 12.12-12 (BEST OR EQUAL) AT THE RATE OF 5 POLINDS PER
SQUARE FEET THREE WEEKS AFTER INSTALLATION AND WATER
NIMEDIATELY THEREAFT,
DISEASES AND PEST GONTROL - TWO WEEKS AFTER APPROVAL OF LAWN
INSTALLATION, APPLY A GRANULAR MERCURIAL FUNGICIDE OF 1.8%
MERCUROUS CHLORIDE AS PER MANUFACTURER'S RECOMMENDATION,
MOWING - (TALL FESCUE LAWNS) - THE LAWN SHALL BE MOWED AT A HEIGHT
OF 2" WITH A ROTARY MO)

@
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SHALL BE TRIMMED TO A NEAT AND UNIFORM LINE. THE LAWN EDGES SHALL BE
MAINTAINED NEATLY AT ALL TIMES.

30.0 GROUNDCOVER AND SHRUB AREA MAINTENANCE
A WATERING - NEW PLANTINGS SHALL BE WATERED ONCE PER DAY FOR TWO (2)
WEEKS AFTER INSTALLATION. REDUCE WATERING TO EVERY OTHER DAY FOR
THE NEXT TWO (2) WEEKS. WATER THEREAFTER THREE (3) TIMES PER WEEK
UNTIL FINAL ACCEPTANCE.
FERTILIZATION - FERTILIZE THREE (3) WEEKS AFTER PLANTING WITH 5 POUNDS
12-12-12 (BEST OR EQUAL) PER 1,000 SQUARE FEET; FERTILIZE THEREAFTER
EVERY THIRTY (30) DAYS.
DISEASE AND PEST CONTROL - FOR CONTROL OF SLUGS AND SNAILS, APPLY
PELLETIZED TRICALCIUM ARSINATE 5% BY WEIGHT AND METALDEHYDE 5% BY
WEIGHT AS PER MANUFACTURER'S RECOMMENDATIONS TWO (2) WEEKS AFTER
PLANT INSTALLATIONS. FOR CONTROL OF CUTWORMS AND OTHER SOIL
INSECTS, APPLY METRO BRAND SOILDRIN AS PER MANUFACTURER'S
RECOMMENDATIONS TWO (2) WEEKS AFTER PLANT INSTALLATIONS. THIS
PRODUCT CONTAINS DIELDRIN, LINDANE AND PHOSPHOROTHIOATE.
EXTERMINATE GOPHERS AND MOLES AND REPAIR DAMAGE.
PRUNNG. ALL SHRUBS AND TREES SHALL BE PINCH PRUNED AS NECESSARY
TO ENCOURAGE NEW GROWTH AND TO ELIMINATE RANK SUCKER G 0o
NOT BALL SHRUBS. OLD FLOWERS AND DEAD FOLIAGE AND LIMBS SHALL B2
REMOVED. NO MAJOR TREE PRUNING SHALL BE DONE WITHOUT THE
APPROVAL OF THE LANDSCAPE ARCHITECT. CONTACT LANDSCAPE ARCHITECT
48 HOURS IN ADVANCE OF ALL PRUNING PERIODS.
WEEDING - ALL PLANTING AREAS INCLUDING LAWN AREAS SHALL BE KEPT
WEED-FREE AT ALL TIMES. WEEDS SHALL BE DUG OUT BY THE ROOTS AND
DISPOSED OF OFFSITE. UPON COMPLETION OF THE SPECIFIED MAINTENANCE
PERIOD, THE CONTRACTOR SHALL FERTILIZE PER SECTION 20: LAWN

ND SECTION 30: AND SHRUB AREA
MAINTENANCE ABOVE.

@
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1.0 GUARANTEE AND REPLACEMENTS
A ALL SHRUBS AND GROUNDCOVER SHALL BE GUARANTEED BY CONTRACTOR AS
TO GROWTH AND HEALTH FOR A PERIOD OF 90 DAYS AFTER COMPLETION OF
‘THE SPECIFIED MAINTENANCE PERIOD, ANDIOR FINAL ACCEPTANCE BY THE

UPRIGHT POSITION FOR A PERIOD OF ONE (1) YEAR AFTER COMPLETION OF
‘THE SPECIFIED MAINTENANCE PERIOD, ANDIOR FINAL ACCEPTANCE BY THE
LANDSCAPE ARCHITECT. TREES IN 24" BOXES OR LARGER, AND ALL FIELD
GROWN SPECIMENS SHALL BE GUARANTEED BY CONTRACTOR TO LIVE AND
GROW IN AN ACCEPTABLE UPRIGHT MANNER FOR A PERIOD OF ONE (1) YEAR
ETION OF THE PERIOD, AND/OR FINAL
ACCEPTANCE BY THE LANDSCAPE ARCHITECT.
ALL PLANTS THAT SHOW SIGNS OF FAILING GROWTH AT ANY TIME DURING THE
LFE OF THE CONTRACT. NCLUDAIG THE MANTERANCE PERICD, ORTHOSE
PLANTS INJURED OR DAMAGED AS TO RENDER THEM UNSUITABLE FOR THi
PURPOSE INTENDED, SHALL B MMEDIATEL Y REPLAGED N KIND AND SIZE AT
THE EXPENSE OF THE CONTRACTOR.
CONTRACTOR SHALL, WITHIN 5 DAYS NOTICE BY THE LANDSCAPE ARCHITECT,
REMOVE AND REPLACE ALL GUARANTEED PLANT MATERIALS THAT DO NOT
SATISFY THE REQUIREMENTS OF THE GUARANTEE. REPLACEMENT SHALL BE
MADE WITH PLANT MATERIALS AS INDIGATED OR SPECIFIED FOR THE ORIGINAL
PLANTING, AND ALL SUCH REPLACEMENT MATERIALS SHALL BE GUARANTEED
S SPECHED FOR THE ORIGIVAL GUARANTEED MATERALS

®
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32.0 CLEAN-UP.
UPON COMPLETION OF THE WORK N THIS SECTION, CONTRACTOR SHALL REMOVE
ALL RUBBISH, TRASH AND DEBRIS RESULTING FROM HIS OPERATIO!

CONTRAGTOR SHALL REMIOVE ALL EQUIPMENT A MPLEVENTS OF HS SERVICE
AND LEAVE ENTIRE AREA INVOLVED IN A NEAT AND ACCEPTABLE CONDITION IN
ORDER TO GAIN THE FINAL APPROVAL BY THE LANDSCAPE ARCHITECT.

33.0 TURF ANDIOR GROUNDCOVERS
WEEDS WILL BE A CONTINUOUS PROBLEM, MORE SO DURING THE EARLY STAGES
BEFORE PLANTINGS BECOME FULLY ESTABLISHED, AND TO A LESSER DEGREE
THEREAFTER. ALL AREAS SHOULD BE MAINTAINED WEED-FREE.

PART B MAINTENANCE REQUIRED:

. REGULAR MOWING AND EDGE TRIMMING OF GRASS AREAS (TURF).

Z PERICIC APPLICATION OF SECTICIOES FOR CONTROL OF APHIDS, SNALS,
ND CHEMICAL CONTROL OF PLANT DISEASES AS DIRECTED BY A LICENSED

PLSTIOIDE PROFESSIONAL

3 REGULAR REMOVAL OF WEEDS BY HAND, ANIOR PERIODIC APPLICATION OF

HERBICIDES FOR CONTROL OF WEEDS SUCH AS BERMUDA GRASS , CRABGRASS,

NUTGRASS AND DANDELIONS AS DIRECTED BY A LICENSED HERBICIDE

PROFESSIONAL,

PERIODIC APPLICATION OF ORGANIC FERTILIZERS O REPLENSH SOIL

NUTRIENTS REQUIRED F

5L VEARLY AZRATION OF TURF AREAS T RELIEVE SOM COMPACTION AND THATCH

BUILDUP, ALLOWING AIR AND WATER TO REACH THE ROOT SYSTEM OF GRASS.

6. CUTTING BACK OF EXCESS GROUNDCOVER TO PREVENT "CHOKING® OF OTHER

TREES AND SHRUBS, AND TO KEEP IT FROM GROWING OVER WALKWAYS AND

RAINS.

7. REMOVAL OF TURF BY HAND, FROM WITHIN 12 INCHES OF TREE TRUNKS TO
ELIMINATE DAMAGE POTENTIAL FROM MOWERS AND STRING TRIMMERS.
8 REGULAR GATHERING AND DISPOSAL OF LEAVES AND TRASH.

FREQUENCY:
1. MOWING OF GRASS WILL NEED TO BE DONE ON A WEEKLY BASIS. EDGE
TRIMMING WILL NEED TO BE DONE 2 TIMES PER MONTH.

2. APPLICATION OF INSECTICIDES AND CHEMICAL CONTROLS, ONLY AS REQUIRED.
3 WEED REMOVAL AND/OR APPLICATION OF HERBICIDES, AS REQUIRED.

4. APPLICATION OF LAWN FERTILIZER AT LEAST 4 TIMES PER YEAR; MARCH, MAY,
JULY, AND SEPTEMBER. APPLICATION OF GROUND COVER FERTILIZER TWO TIMES.
PER VEAR.

5. AERATION AND VERTICAL MOWING OF LAWNS SHOULD BE DONE AT LEAST ONCE

PER YEAR
6. CUTTING BACK OF EXCESS GROUNDCOVER 4 TIMES PER YEAR.

7. GRASS SHOULD BE CONSTANTLY CLEARED FROM AROUND THE BASE OF TREES,
BY HAND REMOVAL.

8. LEAVES AND TRASH SHOULD BE REMOVED FROM ALL AREAS ON A WEEKLY BASIS.

Il TREES
ALL AREAS SHOULD BE FERTILIZED ACCORDING TO THE SCHEDULE SET FORTH IN
THE SPECIFICATIONS. PERIODIC INSPECTIONS SHOULD EVALUATE THE RESPONSE
TO THE RECOMMENDED FERTILIZATION PROGRAM AND ADJUSTMENTS MADE AS
NECESSARY. SPECIAL FERTILIZATION NEEDS SHOULD BE IDENTIFIED AND
IMPLEMENTED AS NEEDED.

MAINTENANCE REQUIRED:
1. PERIODIC PRUNING TO REMOVE DEAD, DISEASED OR WEAKENED LIMBS TO
PROMOTE HEALTHY AND SYMMETRIC GROWTH OF THE TREE. REMOVAL OF ANY
LIMBS, BRANCHES, OR FRONDS WHICH MIGHT IMPACT A BUILDING OR STRUCTURE
'UNDER WINDY CONDITIONS. REMOVAL (AND POSSIBLE REPLACEMENT) OF
DISEASED OR WEAKENED TREES.

2. SELECTED THINNING OR LACING OF TREES,

3 STAKING OF YOUNGER TREES TO PROMOTE GROWTH IN THE APPROPRIATE
DIRECTION

4 PERIODIC APPLICATION OF INSEGTICIDES TO GONTROL INFESTATIONS,

5. PERIODIC APPLICATION OF FERTILIZERS TO PROM 1Y GROWTH.

& PERIODIG ROOT ARUMING T0 AVOI> POTENTIAL CRAGKNG OF SEEWALKS OR
DRIVEWAYS.

7. REGULAR INSPECTION OF TREE BREATHER TUBES FOR EXCESS ACCUMULATION
OF WATER IN THE ROOT ZONE.

FREQUENCY:
1. PRUNING AND TREE THINNING SHOULD BE DONE ONCE A YEAR; TREE REMOVAL
AND REPLACEMENT - ONCE A YEAR; AND CONFLICTING LIMB, OR BRANCH,
REMOVAL DONE ON AN AS-NEEDED BASIS. TREE REPLACEMENT SHOULD BE
CONSIDERED WHERE EXISTING TREE TRUNK CALIPER EXCEEDS 6 INCHES AND ARE
PLANTED IN AREAS OF LESS THAN 5 FEET WIDE.

2. TREE THINNING OR LACING, AS REQUIRED, SHOULD BE DONE ONCE PER YEAR

3. TREES SHOULD BE INSPECTED AT LEAST 4 TIMES PER YEAR TO DETERMINE
WHETHER STAKING AND/OR GUYING SHOULD BE ADDED, REMOVED OR ADJUSTED.
4 APRLIGATION OF INGECTICIDES SHOIAD B2 DONE ONLY AS REGUIRED TO

AFFEC

S ADPLICATION OF FERTILIZERS IN MARCH AND SEPTEMBER OF EACH YEAR TO
PROMOTE HEALTHY GROWTH,

6. TREE BREATHER TUBES SHOULD BE INSPECTED AS LEAST MONTHLY, AND MORE
OFTEN WHERE TREES OCCUR IN DRAINAGE SENSITIVE AREAS.

EFFECTS OF DEFERRED MAINTENANCE:
1. FAILURE TO PROVIDE THE MAINTENANCE REQUIRED WILL EVENTUALLY TAKE ITS

TOLL LEADING TO DETERIORATION OF THE HEALTH AND GENERAL APPEARANCE OF
THE PROJECT'S TREES. IMPROPER STAKING OR ROOT PRUNING COULD RESULT IN
LONG TERM DAMAGE TO ADJACENT HARDSCAPE OR STRUCTURES.

Il SHRUBS
ALL AREAS SHOULD BE FERTILIZED ACCORDING TO THE MINIMUM SCHEDULE SET
FORTH IN THE SPECIFICATIONS. PERIODIC INSPECTIONS SHOULD EVALUATE THE
RESPONSE TO THE RECOMMENDED FERTILIZATION PROGRAM AND ADJUSTMENTS
MADE AS NECESSARY. SPECIAL FERTILIZATION NEEDS SHOULD BE IDENTIFIED AND
IMPLEMENTED AS NEEDED,

MAINTENANCE REQUIRED:
1. SELECTIVE PERIODIC PRUNING OF SHRUBS.

2. APPLICATION OF INSECTICIDES TO CONTROL INFESTATIONS (SUCH AS APHIDS).

& APPLICATION OF SNAIL BATT T PREVENT SNAILS FROM DEVOURING SHRUES AND

. PERIODIC APPLICATION OF FERTILZERS TO PROVIDE THE NUTRIENTS
NECESSARY FOR HEALTHY GROWT}

S APPLIGATION OF CHEMICAL GONTROL FOR FUNGUS, BACTERIAL, AND VIRAL
INFESTATIONS.

6. MONITORING OF VINES AND "ESPALIERED" PLANTS TO INSURE THEY ARE NEATLY
PRUNED AND SECURELY ATTACHED TO WALLS OR FENCES.

7. MAINTAIN MEDIUM GRIND SHREDDED MULCH AT A UNIFORM 3" THICKNESS IN
ORDER TO SUPPRESS WEED GROWTH, MINIMIZE THE USE OF HERBICIDES AND
CONSERVE WATER. ENSURE PLANTS ARE NOT COVERED AT BASE OF STEM.

FREQUENCY:

1. PRUNING SHOULD BE DONE AS NEEDED TO PREVENT SHRUBS AND PLANTS FROM

BECOMING "RANGEY" AND TO CONTAIN THEIR SIZE. PRUNING SHOULD BE DONE

WITH CARE NOT TO "POODLE" SHRUBS. ALL TRIMMINGS SHOULD BE PROMPTLY

REMOVED FROM THE SITE.

2 APPLICATION OF INSECTICIDES, ONLY AS REQUIRED.

3 AS SNAILS CAN BE A PROBLEM IN THIS AREA, SNAIL BAIT SHOULD BE APPLIED AS

REGUIRED T0 CONTROL THE PROBLEM

4. FERTILIZATION OF SHRUBS WILL OCCUR IN CONJUNCTION WITH THE

FERTILIZATION OF GROUND COVER AREAS, AS DISCUSSED EARLIER. SHRUBS

'SHOULD BE REGULARLY MONITORED FOR SIGNS OF MICRO-NUTRIENT DEFICIENCY,
ND TREATED ACCORDINGLY AS NEEDED.

5. APPLICATION OF FUNGICIDES, BACTERICIDES, ETC., AS SYMPTOMS APPEAR.

6. VINES AND ESPALIERS SHOULD BE MONITORED ON AN "ON-GOING" BASIS.

EFFECTS OF DEFERRED MAINTENANCE
1 NEGLECT WOULD RESULT N DETERIORATION OF THE SHRUBS . EVENTUALLY
REQUIRING REMOVAL, REP! IENT, OR "DRASTIC' PRUNING OF SHRUBS, AND

5SS OF AEGTHETIC APPEARANCE
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